Made in France POIVeSter Wire ISL
For your agricultural uses

INNOVATIVE SUPPORT LINE

O SPEEDGROUP

Discover the ISL monofilament , a unique range of synthetic
lines with incredible benefits for the farmers:

* High durability: UV & bad weather

* 5times lighter than steel wire

e Easy to install, easy to maintain with permanent tension

* Non-abrasive/non-corrosive: safer to install and does not
harm your crops

* Low elongation




Comparison Polyester wire / Steel wire

INNOVATIVE SUPPORT LINE

O SPEEDGROUP

Steel wire

Maintains permanent tension, install and
tighten your wire only once

Needs to be tightened every year

Non abrasive, it will not tear your nets nor
damage your crops

Abrasive, it can damage the nets

5 times lighter than steel: your structure is
lighter

Heavy, difficult to carry and to transport

Does not rust

Fast oxidation

UV resistant, low thermal conductivity

High thermal conductivity, it can burn your nets

ISL in polyester can be used for many purposes:

Trellising: vineyard & orchard
Greenhouse: screening support

Nets: Windbreak net support




ISL BENEFITS s

PRODUCT PRODUCT APPLICATION CUSTOMER
PROPERTIES BENEFITS BENEFITS BENEFITS
Polymer Raw -‘ No Rust » No heavy metal - Best quality products

Materials

UV resistant /
High Breaking
Strength

5 times lighter than
steel

N

m) Resist to bad weather B

Easy to install / To
maintain

=

released

High life
expectancy

Less weight on the
structure

- Reduce Labor Cost

» Reduce Labor Cost
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NOVATIVE SUPPORT LINE

Polyester wire ISL =

Product ISL Diameter Meters/kg Meters/spool Breaking Load
Polyester 10kg 1.80 266 2660 140 daN
Polyester 10kg 2.20 188 1880 210 daN
Polyester 10kg 2.60 135 1350 285 daN
Polyester 10kg 3.00 101 1010 340 daN

Available in Black, White & Transparent

For any further information, please contact us!
contact@isl-line.com

Tel.+33 474 68 60 42

SPEED FRANCE SAS http://www.isl-line.com/fr/accueil/ +33 (0)4 74 68 60 42
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